Laniseta
Nm. 2/12

50% British Wool
50% Tussah Silk

Macchina rettilinea: 1 filo finezza 7

Flat knitting machine: 1 ply 7 gauge

Shetland

Nm. 2/15

50% British Wool
50% Tussah Silk

Macchina rettilinea: 1 filo finezza 7

Flat knitting machine: 1 ply 7 gauge

Finishing | Finissaggio

Laniseta
Nm. 2/28

50% British Wool
50% Tussah Silk

Macchina rettilinea: 1 filo finezza 12

Flat knitting machine: 1 ply 12 gauge

Wash in 50 litres of water by 1 kg of material for 3 minutes in cold water. 4 gr/lt of syliconic softener.
1 gr/lt of acetic acid. Tumbler dry at 65° for 25 minutes. Ironing with steam iron.

Lavare in 50 litri d’acqua per 1 chilo di materiale per 3 minuti in acqua fredda. 4 grammi per litro di ammorbidente
siliconico. 1 grammo per litro di acido acetico. Asciugare in tumbler a 65° per 25 minuti. Stiro con ferro a vapore

Use for stripes / intarsio | Utilizzo per rigature / jacquard
Melange colours: YES Solid colours: ASK FOR | Colori melange: SI Colori uniti: CHIEDERE SPECIFICHE

Minimums | Minimi
Stock colours: 0,5 Kg | Colori in stock service: 0,5 Kg

Optimal dye-lots | Cotte ottimali
Solid colours | Colori uniti: 12-30-60-120-264-528-792-1056

Dry clean only
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